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Abstract—Future plans for integration of large non-
synchronous generation and the expansion of the power system
in the Nordic countries are a concern to transmission system
operators (TSOs) due to the common interconnections and
electricity exchanges among these operative areas. The expected
reduction in the inertia anticipates an alteration of the frequency
response, provoking high Rate of Change of Frequency (RoCoF)
slopes that can jeopardize the security of the interconnected
systems. Since power generation in the Nordic countries such as
Sweden, Finland and Norway is hydro-dominated, in this paper,
we propose a novel solution to tackle this problem including
Wide Area Measurements (WAMS) to monitor and share the
RoCoF in remote areas with lower inertia to enhance their
primary frequency control. To demonstrate the effectiveness
of the proposed solution, first a test benchmark control with
optimized parameters is developed and later compared against
the proposed method. Additionally, since the proposed solution
is based on measurements from remote locations in order
to guarantee stability of the system the impact of delays in
the communication channels is also included in the problem
formulation.

Index Terms—Hydro-Governors, Low-Inertia Power Systems,
Primary Control, RoCoF Sharing, Non-Synchronous Generation,
Wind Power, Simulated Annealing Algorithm.

I. INTRODUCTION

THE global electrical system is on the cusp of transition
due to the current increase in renewable interconnection

to the grid. This transition is driven primarily because of the
technological development of High Voltage Direct Current
(HVDC) and sophisticated Wide Area Measurement Sys-
tems (WAMS) [1], [2]. However, the implementation of such
technological advances is not straightforward due to different
operational challenges related to WAMS, which are discussed
and faced in this brief. One of the main issues expected from
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massive penetration of Renewable Energy Sources (RES) is the
inertia reduction, which might result in larger frequency devi-
ations from the nominal system frequency under a disturbance
[3]. Maintaining the frequency stability within appropriate
boundaries and providing an adequate response is of major
importance, since reaching the system boundaries may provoke
supply interruptions, which can eventually turn on lack of
electricity also known as blackouts [4]. Traditionally, Hydro
power plants are the first option to contribute the most on
frequency control in power systems due to its capability to
quickly control the water flowing in the turbines through
its governor. Hydro controls, also known as hydro-governors
are modeled using transfer functions of first order composed
by gains and time constants [5]. In order to address this
challenge and improve hydro governor’s actions, two groups
of techniques have been observed in the literature. The first
group corresponds to the use of optimization methods, and the
second to the controller’s realization. There are benefits and
drawbacks in both directions, which are briefly described next.

The authors in [6] applied a probabilistic optimization
method such as Antlion optimization, to improve the hydro
governors’ parameters in an interconnected frequency control
system. Their results showed an appropriate response, even
improving the power system inertial response.

Evolutionary algorithms such Genetic Algorithms (GA)
have been applied in [7], in which the droop governor con-
troller has been optimized. The secondary frequency response
error was specially improved; however, the overshoot, settling
time and oscillation damping were not included in the optimi-
zation functions. Reference [8], tuned the droop gain using
pole placement for load frequency control in hydro power
plants. However, even though this shows an improvement in
the frequency response, the optimization function was absent.
A Fractional Order PID (FOPID) controller, optimized using
Social Spider Optimization (SSO) algorithm, for secondary
control in power systems incorporating distributed generation
is presented in [9]. In this case, the optimization function
involved frequency deviation in the connected areas and the re-
sults demonstrated an improvement in the frequency response,
including a wind power model. However, the inertia was not
analyzed. A swarm-based algorithm, applied to the governor
tuning parameters for frequency regulation, is proposed in
[10]. The computing simulation results were performed for
an actual hydro power plant installation.
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On the other hand, regarding the realization controller’s
approach, the authors in [11] proposed a robust control based
on a high-gain observer as an adjustable parameter to obtain
an adequate dynamic response from a disturbance. A decen-
tralized control signal for hydro governors has been designed
using H∞ control in [12], showing the speed response during
different disturbances. By using a feedback linear approach,
the authors in [13] aimed to design a governor to deal with
the transient stability and to damp the oscillations in the
system used. The authors in [14] presented a robust control
design for hydro-governors based on additional inner states’
feedback signals and this is compared to traditional PI and
PID architectures. In [15], a fuzzy PID control structure
is designed showing the possibility of including the derivative
term as an extra signal involved in the hydro governor control.

These above-mentioned contributions show that optimal go-
vernor controllers can be a general improvement to the primary
frequency control; however, this is a provisional solution,
especially when the non-synchronous generation is increasing
continuously and the grid dynamics are changing. Therefore,
the motivation of this research presenting an innovative so-
lution using RoCoF measurements. Traditionally, maximum
RoCoF is used to trigger local protections schemes, however
in this work we make use of the so called average RoCoF
calculated for one area and then compared with different areas
in order to provide actions for triggering a centralized control
scheme. Moreover, a power system/power plant with a larger
system inertia will be more resilient to frequency disturbances
than a power system with smaller system inertia. However, if
the RoCoF following a frequency deviation has a steeper slope,
this measurement can be taken as an advantage to improve the
controller’s reaction in another/different interconnected region
through WAMS, improving the general frequency response in
the entire system. Evidence of different RoCoF slopes has been
found in the National Grid system in the UK and the Eirgrid
in Ireland, where geographically separated frequency measu-
rements exhibit such behavior [16], [17]. Such geographic
sparseness of inertia can provoke further larger frequency
excursions and separation stability risks [18].

Another example of inertial frequency different responses
in neighbors tie-line communicated countries is seen in the
Central American region, where power outages in any of
the neighbouring countries causes strong frequency imbalan-
ces [19]. This geographical-electrical mismatch can actually
provide an innovative solution for low-inertia interconnected
systems, the Wide Area RoCoF Sharing (WARS). Since the
inertia of a power system/power plant affects the Rate of
Change of Frequency (RoCoF) following a system event, anot-
her possible improvement to counteract the large penetration of
non-synchronous generation is by adding remote/supplemen-
tary RoCoF measurements with stepper slopes to the local
ones, thereby altering the controller’s reaction according to
the low-inertia geographical zones that are interconnected.
The relationship between system inertia and RoCoF can be
illustrated through the swing equation shown in (1)

2H ×RoCoF = ∆P (1)

where H is the total inertia constant of the system (one or
several interconnected), ∆P is the total power change.

To give further context to the work in this paper, since fast-
responding hydro power plants have been used to efficiently
and reliably add non-synchronous generation to electric power
systems, many of the governors in use in Sweden are being
upgrading processes from mechanical to automated controllers
[20], [21].

Motivated by this challenge, and the increase in non-
synchronous installations, which reduces the inertia in the
system, this paper proposes a novel approach to counteract
such dynamic changes. A WAMS to share the RoCoF signal
(WARS) from areas with steeper slopes to other areas, in order
to invoke a faster reaction in remote hydro governors, which
altogether contribute to the frequency response in the Center of
Inertia (CoI) frame. This WARS method is then compared to
another method with the optimal hydro governor parameters
being obtained by a Simulated Annealing Algorithm (SAA)
optimization method. Two different comparative signals are
proposed: (1) the RoCoF average value obtained from local
and remote measurements, and (2) the maximum absolute
value of the local and remote RoCoF measurements. Moreover,
the sub-systems stability and the impact of the delay in the
communication channel are analyzed. The proposed methods
are tested and compared in a benchmark system that emulates
the Nordic system frequency response.

A preliminary version of this work has been published in
[22], where a networked control system has been proposed to
counteract the non-synchronous generation integration. This
work contains substantial differences to the proposed method
and new simulations that do not appear in [22]. In contrast
to [22], this paper focuses on using WAMS to share the
inertia from low-inertia areas in order to improve the overall
primary frequency control. Moreover, the theoretical frame and
optimization characteristics are also given.

The paper is organized as follows: in section II, the fre-
quency response, the performance metrics and the measure-
ment metrics are introduced. Section IV presents the propo-
sed method for reinforcing the primary frequency control to
counteract the potential inertia reduction. Section III presents
the perspective of low-inertia power systems modeling and
establishes the test benchmark system. Section VI presents
the simulation results considering an aggregated model of
the Nordic system, where three different operational areas
are interconnected. In one of the areas, the inertia has been
reduced in order to apply the RoCoF sharing method and,
observe the impact on the system frequency control, and the
improvement by the presented method is shown. Finally, the
conclusions and future work are given.

II. POWER SYSTEM PRELIMINARIES

A. Power System Frequency Response
In the joint Nordic system (Finland, Sweden, Norway and

East Denmark), the obligations for maintaining reserves have
been agreed in System Operation Agreement between the
Nordic Transmission System Operators (TSOs).

Electricity production must be equal to electricity con-
sumption at all times. The balance between production and
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consumption is indicated by the frequency of the electricity
grid which has a nominal value of 50.0 Hz. The market
operators plan and balance their consumption and production
in advance, but in practice there are deviations during each
hour [23].

In a synchronous system, in the case of losing a generating
unit, the frequency drops because of the imbalance between
generation and load. Figure 1 shows the dynamic response
of the system frequency after disconnection of one generator
for a typical system. The dynamic response is divided into
two periods: Primary and Secondary control response periods.
During the first period, the inertial response of the spinning
machines in the entire system reacts releasing or storing of
kinetic energy tend to reduce the frequency deviation. System
inertia is defined as the total amount of kinetic energy stored
in all the rotating masses.
The inertial constant of an individual generator can be inter-
preted as the time that generator can provide full output power
from its stored kinetic energy, taking values between 2 to 9
seconds typically.
Beyond the inertial response, the frequency is stabilized and
then restored to the nominal frequency by the Frequency
Containment Reserve (FCR) by governor action and secondary
controllers, respectively. The FCR acts as a proportional
controller avoiding large frequency deviations; however, due
to its control characteristic, it retains a steady state error. The
time response of this control is given in seconds (typically
< 30 s).

The aim of FCR is to stabilise frequency disturbances in the
entire (internationally) connected high-voltage grid, regardless
of the cause and location of disruptions. Severe frequency
disturbances can lead to automatic load shedding and in the
worst case cause a blackout. FCR are used for the constant
control of frequency, and it can be classified in two catego-
ries: Frequency Containment Reserve for Normal operation
(FCR-N) and Frequency Containment Reserve for Disturbance
(FCR-D) [24]. The FCR-N) and FCR-D are momentarily
available active power available for frequency regulation and
are activated automatically by the system frequency. However,
FCR-D reacts under a long disturbance and it is associated to
the governors action. FCR-N and FCR-D both have their own
market. Note that the one developed in this document is in the
frame of FCR-D [25].

Frequency Restoration Reserves (FRR) returns the
frequency back to its nominal value and also restores the
reserves; its deployed time frame is given in minutes.

B. Performance metrics
Following a disturbance in the system, in particular given

a negative step disturbance such as a sudden load increase or
generation drop at t = t1, the following metrics are defined
for quantifying the action of the distributed control action:

- Nadir is the maximum dynamic frequency deviation follo-
wing an active power disturbance/contingency. It is dominated
by the system inertia and governors response. Employing
the optimal governor parameters, the frequency nadir can be
reduced.

f

t

f1

RoCoF

t1

f2

t2 t3

f3

Restoration Time

Primary Control [s] Secondary Control [m]

f1 Nominal frequency

f2 Fall frequency (nadir)

f3 Settling frequency

t1 Fault time

t2 Nadir time

t3 Settling time

Fig. 1: Power System Frequency Response

- Nadir time is the associated time t = t2 to the nadir
occurrence.

- Settling time t = t3 is used to study the transient condition
and to having a time-mark to evaluate the control action on
the settling frequency.

The objective is to reduce the nadir and decrease the
time difference between t2 and t3 to an appropriate margin
where it is improving the response reaction and to avoid any
oscillations in the response.

C. Measurement metrics

In order to have an aggregated measurement of the fre-
quency of an entire interconnected system, the CoI (Center
of Inertia) is used, which is computed based on the indivi-
dual speeds ωi and the inertia constants of the synchronous
generators Hi.

Assuming the set G of synchronous generators, the expres-
sion to compute the CoI is:

ωCoI =
Σi∈GHiωi
Σi∈GHi

(2)

In a similar manner, the RoCoF measurement in the CoI
reference is defined

dωCoI
dt

=
Σi∈GHi

dωi

dt

Σi∈GHi
(3)

In addition, since (2) and (3) cover only a power system
sub-network (e.g. country or region), then several CoI-referred
RoCoF measurements should be gathered and shared from the
sub-networks involved. For instance, a power system network
with two established operative areas has two RoCoFCoI
measurements to be used. However, it is worth mentioning that
the values that sub-CoI-referred RoCoF system might reach
depend on the system dynamic configuration, the contingency
magnitude and location, the fault clearing time and the power
system controllers installed in the system.

III. LOW-INERTIA POWER SYSTEM MODELING

A. Non-synchronous generation integration

The Nordic Power System (NPS) bases its power production
on several renewable generation sources [26]. Base power
demand in Sweden and Finland is, to a great extent, provided
by nuclear production; while Norway’s main source is hydro
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production [27]. Considering the installed capacity of the three
countries in the NPS, the different sources of electricity are
shown in Figure 2. The contribution by various generation
sources of power per country are provided in their respective
pie-charts, as well as the aggregated sum.

13.82%

21.58%

56.3%
8.18%

0.12%

Nuclear Power
Thermal Power
Hydro Power
Wind Power
Solar Power

16.71%
60.47%

19.81%
3.01%

24.32%19.82%

40.51%
15.09%

0.26%

4.72%
92.72% 2.56%

Fig. 2: Nordic Countries Power Generation

As the European region seeks to increase its non-
synchronous generation, several countries will inject more
wind power in the future, thus reducing operational frequency
response capacity under possible imbalances [28]. Considering
future reductions or even total shut down of the nuclear
thermal units by being replaced by renewable energies, the
frequency response control belongs to hydro-power units.
Hence, novel methods are required to enhance the frequency
response in power systems with low-inertia.

Additionally, the current and future power system commu-
nication infrastructure is based on PMUs along the NPS [29].
This will enable the application of WAMS for monitoring
the operative areas and to transmit the information required
to activate ancillary services for hydro-governors that can
counteract the low inertia and enhance the frequency response
in time.

B. Primary Frequency Response Modeling

The objective of a turbine governing system, installed in a
generating unit, is to produce a desired power which is partly
determined by the set value for the produced power and partly
by a contribution originating from the frequency control [30].
In this context, the latter is of interest.

Figure 3 shows a schematic diagram of the system model
which combines the electro-mechanical prime governor, the
hydro-turbine, the generator and load. The governor details
are provided in the expanded schematic.

The model including the governing system, the servo and
the turbine i is given by (4):





ω̇i = 1
Mi

(Pmi − P ei −Diωi)

Ṗmi = −2kωi ρ̇
y
i +

2kωi
Tω
i
ρyi − 2

Tω
i
Pmi

ρ̇yi = 1
Tp
i

(ktiρ
v
i − ρyi )

ρ̇vi = kiiρ
c
i − kiiRpi ρyi + kpi ρ̇

c
i − kpiRpi ρ̇yi + kdi (ρ̈ci −Rpi ρ̈yi )

ρ̇ci = 1

T f
i

(
ωref −Rfi ωi − ρci

)
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1
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Generator
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Fig. 3: System Model

where the constants T pi , Tωi , kii , k
p
i , T fi , Rpi , kti , Mi, Di

stand for the servo pilot constant, the water time constant,
the integral controller constant, the proportional controller
constant, the reset time constant, permanent droop, inertia
constant, and damping respectively.

C. Stability Analysis

In order to guarantee that the hydro-governors remain stable
under future improvements, it is necessary to guarantee a
stability region.

Theorem 3.1: The power system described by (4) is stable
for kpi > 0 and kii > 0.

Proof : The stability of (4) is determined by the eigenvalues
of A. The roots of the characteristic polynomial of A is given
by (5).

det (sI−Ai) = 0

5∑

j=0

ajs
j = 0

(5)

Since the hydro-governor model used is linear (5), the
RouthHurwitz stability criterion accomplishes the stability
proof. (See Appendix A). ’

Figure 4 shows a plot of kii versus kpi and displays the
stability region for the PI governor based. ηi stands for a vector
of ki1, k

p
1 parameters that are inside of the stability region Ωs.
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kii

kpi

kdi = 0.5

ηp1kp1

ki1
ηi1 (kp1)

Fig. 4: Stability Region Ωs for the PI Governor based

IV. WIDE AREA ROCOF SHARING BASED FREQUENCY
CONTROL

In this section a Wide Area Measurement System (WAMS)
architecture to counteract the reduction of inertia in power sy-
stems by using Wide Area RoCoF Sharing (WARS) measure-
ment functions. Additionally, the impact of the communication
delay on the stability margins of the system is shown. These
constitute the main contributions of this paper.

A. Wide Area RoCoF Sharing (WARS)

WAMS are used to transmit information and accurate me-
asurements from remote geographical locations throughout
the involved power systems. Figure 5 represents the concept
of the proposed method based on WAMS. Each aggregated
power system area is measured by a PMU network sparsed
in the system, which are connected to the main Phasor
Data Concentrator (PDC) via communication channels (shown
in dashed lines in Figure 5) enabling to obtain the CoI
measurement by collecting several frequency measurements.
Moreover, information from the RoCoF signal is collected,
and exchanged with the required local controllers (typically
< 0.2 Hz/s within large power networks) [31].

By exploiting the inertia reduction in one area i, caused
by the large increasing renewable energy integration, and
assuming a communication channel between the other areas
in the power network, the RoCoF signal is transmitted. Since
an inertia reduction implies a steeper declination in the RoCoF
and faster reaction than the local frequency in other regions,
sharing this measurement with other regions can improve the
global frequency response in case of undesired disturbances.
As can be seen in Figure 5, an area is being measured and its
respective RoCoF is then distributed to the other areas (Geni
to Genn) and their controllers (Ci to Cn); the sum of these
results in the CoI frequency. Note that Figure 5 shows only one
area being measured for simplicity. However, all of the areas
can be measured and the individual RoCoFs can be distributed
to the rest of the areas.

In this application, initially a single CoI per area is assumed,
which is represented by an aggregated machine and its dyna-
mic controller. Additionally, in order to observe the effect of
the RoCoF sharing on the CoI, the frequency measurements of
each aggregated area are clustered and the overall frequency
of the systems can be observed as a global CoI. RoCoF area
measurements are also derived and shared to the other areas
by communication channels.

ωref

Ci

ui
Geni

ωi

Cn

un
Genn

ωn

CoI

ω̇Wide Area RoCoF
Control Infrastructure

dω
dt

Fig. 5: Wide Area Control Architecture

1) RoCoF Sharing Functions: Two functions for WAMS
RoCoF measurements are proposed as follows:

RoCoFavg = avg(RoCoFs, RoCoFi) (6)

RoCoFmax = max(|RoCoFs| , |RoCoFi|) (7)

Both functions (6) and (7) take the shared RoCoF measu-
rement (from the RoCoFs networked areas) and combine it
with the local i measurement sensed in the respective hydro
governor. Function (6) is obtained by the average of both
measurements. On the other hand, function (7) obtains the
maximum steepness between those two measurements. By
taking the swing equation in (1), both functions are briefly
analyzed in CoI frame as follows:

2ΣHi
d

ΣiHiωi
ΣiHi

dt = Σ∆Pi

2HCoI
dωCoI

dt = Σ∆Pi
(8)

As an example, by applying the CoI frame to a system of
two masses with inertias H1 and H2, the following expression
is obtained:

2HCoIT
dωCoIT

dt = 2H1
dω1

dt + 2H2
dω2

dt

= 2 (H1 +H2)
(

H1

H1+H2

dω1

dt + H2

H1+H2

dω2

dt

)

= 2 (H1 +H2)
d
(

H1ω1+H2ω2
H1+H2

)

dt

= 2d(H1ω1+H2ω2)
dt

(9)
The result in Equation (9) coincides with the CoI definition.

By including the proposed average shared function in one of
the areas, the new CoI is the following:

2HCoIavg

dωCoITavg

dt = 2H1

d
(

H1ω1+H2ω2
H1+H2

)

dt + 2H2
dω2

dt

(10)
Equation (10) shows the dynamic change in the CoI result

where one of the areas has the weighted (average) RoCoF
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obtained indicating the influence of the function in the local
RoCoF and CoI. Note that the RoCoF steepness depends
on the inertia delivered in the system. However, the inertia
estimation is out of the scope of this document.

Regarding the second function, the maximum of the ab-
solute value of the RoCoF, reacts to the steepness, therefore
automatically selecting the RoCoF with the higher slope or,
in other words, transporting the RoCoF of the area with less
inertia. The new CoI changes as follows:

2HCoImax

dωCoITmax

dt = 2H1
dω2

dt + 2H2
dω2

dt

= 2d(H1ω2+H2ω2)
dt

= 2d(ω2(H1+H2))
dt

(11)

Note that the (11) compared to the common CoI (9) has
changed, and since the RoCoF in the second area is steeper, the
dynamic reaction provoked is faster than the average function.

B. Function Signals

time [s]
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y 
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z]

(a) Frequency Response of two Different Areas
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R
oC

oF
 [H
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Fig. 6: Frequency and RoCoF Functions

Figure 6a shows the frequency response of two hypothetical
areas 1 and 2 after a load increasing. Both frequencies drop

instantaneously, however since each sub-system has different
inertia constants H1 and H2, the RoCoF responses are also
different as shown in Figure 6c. The RoCoF responses have
different slopes ramps as showing in Figure 6b where the
initial slope lines have been emphasized to show the respective
ramp decay at the beginning of the disturbance which are
sensed by their respective control systems (governors). When
detecting an abrupt frequency drop, the average function
between the RoCoF measurements involved, will generate a
new RoCoF responses as shown in the + line in Figure 6c.
However, when the RoCoF decays faster, the frequency slope
is decaying faster therefore the maximum RoCoF (RoCoF
1 in this case) function can have a bigger impact on the
governors reaction by sharing it. The selection and triggering
of any of those functions are autonomously given by the slopes
thresholds obtained. However, the RoCoF margins depends on
the grid code settings per country [32].

C. Wide Area Measurements Infrastructure

With the RoCoF sharing functionality installed, each ge-
nerating unit will be able to respond and support the sy-
stem during abnormal frequency conditions (FRC-D). The
functionality of the RoCoF sharing is straightforward: The
generating unit operates normally at a fixed output set by
the Regional Control Center (RCC) /Transmission System
Operator (TSO) [33]; if the frequency goes out of range,
the generating unit will respond to a frequency change by
either increasing/decreasing its output, according to its primary
frequency control obligation.

The condition to activate this control from TSO requires
the knowledge of the individual RoCoF measurements in the
WAMS. Apart of the PMUs and Phasor Data Concentrator
(PDC), another key elements is required for the RoCoF sharing
application: the detection and activation of the RoCoF-sharing
mode is made in the local controllers. The RoCoF values
from the PMUs are used as the process value to the functions
that interact with the local controllers. Usually a Programable
Logic Controller (PLC) with the optimized parameters and the
enable RoCoF sharing signals function [34]. The frequency is
measured in the closest busbar/substation to the generation
point by a PMU and communicated to the common PLC.

The PLC executes the RoCoF block for every 100 ms
interval and uses one of the proposed RoCoF functions
measured on previous cycle. If the slope of the frequency
deviation between measured and previous frequency sample
when calculated for the total time of 1 sec is more than 0.5
Hz then the sharing frequency mode is activated [35]. The
common PLC is adjusting (adjustment is done by optimal
PID Controller genset wise) by increasing or decreasing the
control signals output [36]. The RoCoF values from the PMUs
are used as the process value to the functions to modify
the controllers. The system will be reset to normal operation
mode when the system has been in normal frequency ranges
(typically 1 minute) or if automatic reset is disabled system
remains in Emergency mode until it is reset from TSO.

TSO can monitor the maximum and minimum available
RoCoF measurements. A PID controller at common physical
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location (e.g. a PLC) uses any of functions proposed from re-
mote and local feeders and PMU as a process value from TSO.
As a default, controller output uses the optimal parameters.

D. RoCoF Sharing including Communication Delay

Since the RoCoF sharing application relies on the com-
munication between different operative areas, the delays in
the respective communication channels need to be evaluated
and measured. A significant delay, of e.g. between 1.0 and
1.6s, the RoCoF shared area and the receiver area would
affect the performance of the expected response and impact
on the frequency response individually and the CoI. Timely
preventive actions require the apriori knowledge of the delay
boundaries that the proposed method and the system can
afford. Therefore, a proof of the delay stability margin is
calculated and given in Appendix C

V. SIMULATED ANNEALING ALGORITHM APPLICATION

Simulated annealing algorithm (SAA) is a stochastic global
optimization algorithm, which is able to jump out from local
minimum to achieve the global minimum [37]. In specific,
SAA could be divided into six major components including

1) cost function,
2) initial condition,
3) move generation
4) probability function
5) cooling schedule
6) stopping condition.

Given an cost function, an initial solution (condition) is
generated. Then, in each step, the move generation function
will control the perturbation around the current solution. The
probability function that is affected by the temperature iden-
tifies the acceptance of a new status. Next, the temperature is
cooled down to archive a more contingent acceptance criterion
for the same probability function, therefore, a worse state is
harder to be accepted in the future. Finally, during the SAA
procedures, the cost function value eventually converges, and
the search is terminated if the stopping condition is satisfied.
In this paper, the SAA is used to find the optimal values of
the tunable ki, kp, kd to minimize the settling time ts and the
Instantaneous Frequency Deviation (IFD). The corresponding
pseudo-algorithm of the applied SAA is presented in B.

A. Optimization Problem

The formulation of optimization problem is described as
follows (12).

Given :Ωs

Minimize :ts, nadir,

ST :kp, ki, kd, ,∈ StabilityRegion
(12)

where, Ωs is the stability region of each system.

VI. STUDY CASES

A. Optimal PID Hydro-Governor Benchmark

The optimization process aims to obtain optimal parameters
that enhance the primary control response such that the time
response is minimal and the oscillations are suppressed. These
objectives are conflicting, i.e., the more reaction is released to
counteract the fall of frequency, the more severe will be the
post-support disturbance.

Figure 7 shows the frequency response versus time for
three cases with low inertia, high inertia and low inertia with
modified governor. The figure also shows the three time zones
where the objective function is operating. Zone 1 focuses on
minimizing the IFD, Zone 2 looks for avoiding undesired
oscillations along the stabilization. And finally, Zone 3 aims to
obtain the minimum settling time such that, a faster reaction
will be provided.

ω

t

primary frequency response

nadir

t1 t2

Nominal frequency
Low inertia
High inertia

Low inertia with
modificated Gov

1 2
3

ω

t

primary frequency response

nadir

t1 t2

Nominal frequency
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High inertia

Low inertia with
modificated Gov

1 2
3

ω
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Nominal frequency
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modificated Gov

1 2
3

ω

t

primary frequency response

nadir

t1 t2

Nominal frequency
Low inertia
High inertia

Low inertia with
modificated Gov

1 2
3

Fig. 7: Power System Frequency Response

Having reached the optimal gain parameters in each area,
the values should remain inside the stability region in order
to guarantee the stability of the system. From the theorem, a
theoretical region is shown in Figure 4. Plane kpi vs kii encloses
a region where both parameters map a stability point. With the
addition of the optimal derivative control parameter, a shift
in the region is effected. Therefore, a careful balance of the
parameters is considered in the optimal parameters obtained.
Figure 8 shows the representation of this shift on the stability
planes by adding the derivative part; the characteristics with
three different values of the derivative part kdi = 0.5, 1 and 2
are shown.

B. Three Mass Areas

In order to test the proposed methodology, a test system
was created following the parameters in reference [20]. It
represents a Nordic equivalent for frequency studies formed
by three-mass areas, as depicted in Figure 9 and conceptually
depicted in Figure 10 where Genn the Norway (Norwegian)
system, Gens the Sweden (Swedish) system and Genf the
Finland (Finnish) system.

The parameters of each area, including the default governor
settings before tuning (kp, ki, kd), and the power production
in the system are shown in Tables I and II respectively.
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kii

kpi

kdi = 2

kdi = 1

kdi = 0.5

ηp1kp1

ki1
ηi1 (kp1)

Fig. 8: Stability Region Ωs for a Governor PID based: kdi
variation

ωref
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1
M1s+D1

ωref
C2 (s)Gt,2 (s)

Norway

1
M2s+D2

ωref
C3 (s)Gt,3 (s)

Finland
1

M3s+D3

T13

s

T12

s

Fig. 9: Three Mass Areas: block diagram

Additionally, the 1-area aggregated model that represents the
entire frequency model system is shown. Note that the default
parameters do not contain the derivative controller constant.

Table I: Hydro Governor Parameters

Parameter Aggregated Model Sweden Finland Norway
kp 1.6 0.25 0.08 1.27
ki 0.175 0.0417 0.0133 0.141
ep 0.133 0.236 1.25 0.236
Ty 0.2 0.2 0.2 0.2
Tω 1.01 1.4 1.4 0.7
M 9.68 4.65 1.93 3.25
D 0.517 0.246 0.087 0.184

Table II: Power Production Per Country

Production Sweden Norway Finland
MW 11620 17825 2028
Wkin 112605 81177 48187

As a benchmark, the optimal parameters derived using SAA
[38] have been used to evaluate the Wide Area RoCoF Sharing
method. The optimal parameters for the controllers obtained
from the SAA are given in Table III.

1) Frequency Response: By applying the SAA, the optimal
governor parameters are found based on the criteria established

Genn

Genf

Gens

f

t

RoCoF RoCof

Nominal frequency

Low inertia
High inertia

Fig. 10: Wide-Area RoCoF Sharing Representation

Table III: Obtained Controller Parameters by SAA

Plant kpi kii kdi
Sweden 0.56 0.07 1.85
Norway 0.8 0.05 2.34
Finland 0.07 0.02 1.05

in the benchmark. Figure 11 shows the time response compa-
rison between the parameters obtained by the SSA and the
methods proposed in each area of the system. Additionally,
the CoI response is also given. As can be seen in Figures 11b
to and 11c, both responses in Norway and Finland reacted
faster compared to the optimal case in Figure 11a. The optimal
response in Sweden remained the same since it is the one
with reduced inertia and sharing its RoCoF measurement
through the functions to the other operative areas. By sharing
the RoCoF, the frequency response is drastically improved,
reducing the overshoot and settling time. Additionally, the
CoI response of the two methods proposed in Figure 11d is
shown. Optimal response has been improved significantly by
the RoCoF sharing in the other two areas since two of them
have been improved individually.

Table IV shows the performance metrics comparison be-
tween the SAA optimal parameters and the application of
both functions (average and maximum) following the RoCoF
measurements. The optimal SAA application has clearly im-
proved the response of the default system. However, with
the application of the proposed method functions the relative
settling time and ∆t have been reduced in the overall system
response.

2) Frequency Response with the Delay Effect: Figure 12
shows the variation of the communication delay τ versus
derivative controller gain kd in Norway and Finland systems. A
larger value in the derivative controller gain is less sensitive to
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(a) Frequency Response: SAA Optimal Case

(b) Sharing RoCoF Measurement: Average Function

(c) Sharing RoCoF Measurement: Max Function

(d) Frequency Response: CoI

Fig. 11: Three Areas Frequency Response with RoCoF Sharing

Table IV: Performance Metrics Comparison

nadir time settling time ∆t

Base 12.85 46.83 33.98
Avg 12.89 38.90 26.01
Max 13.03 34.62 21.59

the communication delay in the control signal since its reaction
has a larger reaction in a time frame. However, it is clear that
an interruption of the signal or a consistent delay will bring
the system to an unstable region. Even though the operative
areas where the RoCoF measurements have been shared have
a similar delay stability region, it is observed that Finland has
a larger critical influence in the derivative controller (Figure
12b).

Having found the maximum possible delay in the shared
RoCoF signals in the respective operative areas, the impact
of such a delay is shown in Figure 13. Both average and
maximum functions and CoI frequency response are clearly
affected by the communication delay compromising not only
the performance metrics, but the individual responses also.

0.5 1 1.5 2 2.5 3
kd

1

1.2

1.4

1.6

s

s variation respect k d
kd optimal

(a) Communication Delay: RoCoF Sharing to Norway

0.4 0.6 0.8 1 1.2 1.4 1.6
kd

0.8

1

1.2

1.4

s

s variation respect k d
kd optimal

(b) Communication Delay: RoCoF Sharing to Finland

Fig. 12: Stability Delay Regions of the RoCoF Shared Areas

Since in the scenario proposed, Norway has a bigger inertia
constant, it is less affected, contrary to Finland whose response
becomes oscillatory or out of range of an adequate response.
Additionally, the optimal response obtained is also affected.

(a) Delay Impact: Average function

(b) Delay Impact: Max function

Fig. 13: Delay impact on the Proposed RoCoF Sharing Functi-
ons

3) RoCoF Sharing and Delay Impact on the Inertia:
Additionally, the variation of the inertia Mi parameter of the
Norwegian and Finnish areas are shown in Figures 14 and
15 respectively. In general, as reducing the inertia, the system
tolerates a smaller delay within the control action stability
region, implying that the control action accepts a lower delay
in the information propagation.
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Fig. 14: Communication Delay and Inertia Variation in per-
centage: RoCoF Sharing to Norway
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Fig. 15: Communication Delay and Inertia Variation in per-
centage: RoCoF Sharing to Finland

VII. CONCLUSIONS

The integration of large amounts of non-synchronous ge-
neration in inter-connected power systems is a concern as it
leads to a reduction in the net inertia of the overall system.
The degradation in the inertia alters the frequency response
and provokes different Rate of Change of Frequency (RoCoF)
slopes in the interconnected systems.

In this paper, an approach to counter-measure the reduction
of inertia in power systems is proposed: a novel WAMS
based on the RoCoF sharing (WARS) to enhance the primary
frequency response. Additionally, two functions for RoCoF
sharing method are proposed and compared. The method
improves the individual frequency areas response and the CoI
response. Moreover, it is analyzed the impact of the inertia
variation and the delay on the RoCoF sharing showing the

regions of stability where the method can be operated.
Further studies require the merge of the so-called synthetic

inertia with the share RoCoF and the application to larger po-
wer systems. Additionally, a study of robust control techniques
in delayed dynamical systems.

APPENDIX A
ROUTH-HURWITZ STABILITY PROOF

From G (s) the terms of the characteristic polynomial are
obtained and Routh-Hurwitz’s criterion is applied to establish
the stability boundaries. Let ai be the characteristic polynomial
coefficients and, let bi, ci, di and ei be the Routh-Hurwitz’s
coefficients. Then, the set Ωs is defined by the following
constraints problem:

Ωs = ∀
(
kpi , k

i
i

)
:





max u : kpi + kii

subject to g1 : a5 > 0

g2 : a4 (kpi ) > 0

g3 : a3
(
kpi , k

i
i

)
> 0

g4 : a2
(
kpi , k

i
i

)
> 0

g5 : a1
(
kpi , k

i
i

)
> 0

g6 : a0
(
kii
)
> 0

g7 : b1
(
kpi , k

i
i

)
> 0

g8 : c1
(
kpi , k

i
i

)
> 0

g9 : d0
(
kpi , k

i
i

)
> 0

g10 : e0
(
kii
)
> 0

g11 : kpi > 0

g12 : kii > 0

(13)

APPENDIX B
USED SAA PSEUDO CODE

Algorithm 1 Simulated Annealing Algorithm (SAA) Pseudo
code

1: Select an initial state i ∈ S;
2: Select an initial temperature Ti > 0;
3: Set temperature change counter t = 0;
4: Repeat
5: Set repetition counter n = 0;

Repeat Generate state j, a neighbor of i; Calculate
δ = f(j) − f(i); If δ < 0 then i := j else if
random(0, 1) < exp(−8/T ) then i := j;

n := n+ l;
until n = N(t);

6: t := t+ l;
7: T := T (t);
8: until stopping criterion true.
9: return T
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APPENDIX C
DELAY STABILITY PROOF

A delay time τ has been introduced though the between the
shared RoCoF and the local RoCoF measurement reflected
in the derivative control action refereed to Figure 3. This
addition implies modification in the systems Neutral Delay
Differential Equation (NDDE) system representation [39]. The
state variable ρvi is defined as:

ρ̇vi = kiiρ
c
i − kiiRpi ρyi + kpi ρ̇

c
i − kpiRpi ρ̇yi + kdi s

(
˙̂ρci −Rpi ˙̂ρyi

)

(14)
The general structure of a linear system is described by

NDDEs with τ ≥ 0 is:

ẋi (t)−
q∑

k=1

Bik ẋi (t− kτ) = Ai0xi (t)+

q∑

k=1

Aikx (t− kτ) , τ ≥ 0

(15)
Having q = 1 and x̂i = xi (t− τ), the NDDE structure in

the state space is given by:

ẋi (t)−Bi1
˙̂xi = Ai0xi (t) + Ai1 x̂i, τ ≥ 0 (16)

Ai1 =




0 0 0 0 0
0 0 0 0 0
0 0 0 0 0

kdiR
f
i

T f
i

(
1

T f
i

+ Di

Mi

)
− kdiR

f
i

T f
i Mi

−k
d
iR

p
i

T f
i

2

kdiR
p
i k

t
i

Tp
i

2

kdi

T f
i

2

0 0 0 0 0




(17)

Bi1 =




0 0 0 0 0
0 0 0 0 0
0 0 0 0 0

0 0 0 −k
d
iR

p
i k

t
i

Tp
i

0

0 0 0 0 0




(18)

The characteristic polynomial of the system (16) is then:

p3
(
s, e−τs

)
= det

[
s
(
I−Bi1e

−τs)−Ai0 −Ai1e−τs
]
, τ ≥ 0

(19)
The neutral part of the system is required to be stable:

x−Bi1 x̂ = 0 (20)

Equation (20) is stable for τ ≥ 0 if, and only if ρ (Ns) < 1.
Now, Ns = Bi1 and having the delay τ involved, then

ρ (Ns) = max {|λ1| , . . . , |λ5|} =
kdiR

p
i k
t
i

T pi
< 1 (21)

From (21) the maximum tolerance limit for kdi is extracted
as:

kdi <
T pi
Rpi k

t
i

(22)

From (21), the delay margin is given by:

τ si = inf
{
τ : p

(
s, e−τis

)
= 0, for a s ∈ C̄>0

}
(23)

With n = 5, q = 1 and Bi0 = 0 is having k = 0, 1, . . . , 2:

Hk =

min{k,1}∑

j=max{0,k−1}

[
Aik−j

⊗B>i1−j
+ Bik−j

⊗A>i1−j

]

(24)

Qk =





I⊗A>i1−k
−Hk, k = 0

Ai0 ⊕A>i0 −Hk, k = 1
Aik−1

⊗ I−Hk, k = 2
(25)

Matrix U and V, as well as Ξ (z) are given by

U =

[
I 0
0 Q2

]
(26)

V =

[
0 I
−Q0 −Q1

]

(27)

Ξ (z) = (I−Bi1z)
−1

(Ai0 + Ai1z) (28)

Note U and V are of dimensions 50 × 50. The stability
margin with the delay τ si is defined with the following steps:
• if σ (V,U) ∩ ∂D = ∅, then τ si →∞.
• if not, if σ (Ξ (zk)) = {0}, ∀zk ∈ σ (V,U) ∩ ∂D, then
τ si →∞.

• if not, with m ≤ 25, then

σ (V,U) ∩ ∂D =
{
ejαk : αk ∈ [0, 2π] , k = 1, . . . ,m

}

(29)
if σ

(
Ξ
(
e−jαk

))
∩ ∂C>0 = ∅, ∀k = 1, . . . ,m, then

τ si →∞.
• else, with ω

(i)
k ∈ R>0, ω

(i)
k 6= 0, y jω

(i)
k ∈

σ
(
Ξ
(
e−jαk

))
∩ ∂C>0, ∀i = 1, . . . , l; l ≤ m, then

τ si = min
k

min
i

αk

ω
(i)
k

(30)
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